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UTP cable is compatible with Direct connection type
in the LAN cable method.



- Over View -

- Component Video
- Composite Video
- Digital Audio
- Stereo Audio
- Equalization Length is adjustable
- Component or Composite Video Signal gain is adjustable.
- IR Sensor input port
- IR Emitter port
- IR Pass-Through port

-  The CAT-5 HD A/V Extender allow you to distribute a high definition video & 
   high quality audio source to multiple locations using the CAT-5/6 cable up to 1,000ft. 
   These units accommodate component sources with Y, Cb, Cr, or Y, Pb, Pr (or composite sources). 
   Also, you enable to select the digital or stereo audio source.

-  The CAT-5 HD A/V Extender allow you to contol the STB (SAT, DVD, CABLE, ETC) 
   by using the remote control through IR emitter connected to the transmitter and IR sensor 
   (SPR-B1 or G1) connected to the receiver. It is also possible to control the devices 
   through the IR Pass-Through port in case of using the other brand's IR sensor.

- Do not connect the out cable unless it is plugged into a monitor. 
- The LEDs in the receiver show the state of connecting with cable. 
- Adjust the equalization & gain control to the approximate length of the CAT-5/6 cable. 
  View the picture on the monitor and fine tune the equalization control 
  for the most pleasing picture.

- Feature -

- Adjust & Caution -





* Wiring information & coding

* IR Sensor Plug Pinout Point
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RJ45 pin 
Assignment Code for Conductor
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JACK POSITIONS

VCC GND SIGNAL

IR Sensor




